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Philips Lighting Company 
 

QL Induction Lighting System 
 
 
Features and Benefits 
 
• Virtually maintenance free 
• Electrodeless technology provides 100,000 

hour life 
• High reliability – Instant hot and cold (re)start 
• Operates in hot and cold temperatures 
• Low EMI complies with FCC non-consumer 

limits 
• 5-year warranty 
• High color rendering crisp white light 
 
 
 
Lamp Specifications 
 

Watts Philips 
Number Ordering Code Description M.O.L 

(mm) 
Avg. Life 

(Hrs) 
Initial 

Lumens Color/CRI NSN 

55 276360 QL55W/S13 Generator, 120V 140* 100,000 N/A N/A  

 267872 QL55W/S03 Generator, 240V 140* 100,000 N/A N/A  

 276410 QL55W/PC Power Coupler 131 100,000 N/A N/A  

 276436 QL55W/830 Discharge Vessel 140 100,000 3,500 3000K/80+  

 276576 QL55W/840 Discharge Vessel 140 100,000 3,500 4000K/80+  

85 246652 QL85W/S13 Generator, 120V 140* 100,000 N/A N/A  

 225714 QL85W/S03 Generator, 240V 140* 100,000 N/A N/A  

 249441 QL85W/PC Power Coupler 162 100,000 N/A N/A  

 249458 QL85W/830 Discharge Vessel 180 100,000 6,000 3000K/80+  

 249466 QL85W/840 Discharge Vessel 180 100,000 6,000 4000K/80+  

165 369157 QL165W/S03 Generator, 240V 160** 100,000 N/A N/A  

 377994 QL165W/S01/HF/277V Generator, 277V 160** 100,000 N/A N/A  

 369165 QL165W/PC Power Coupler 185 100,000 N/A N/A  

 369173 QL165W/830 Discharge Vessel 210 100,000 12,000 3000K/80+  

 369181 QL165W/840 Discharge Vessel 210 100,000 12,000 4000K/80+  

 

 

Applications 
 

• Public buildings 
• Decorative outdoor 
• Hazardous locations 
• Freezers 
• Hard-to-reach areas 

Note:  QL System requires all three components to operate (order all three products.  *Generator dimensions – L=140mm, W=130mm, 
H=45mm.  **Generator dimensions – L=160mm, W=130mm, H=50mm.  Power factor >.9, THD <10%.  QL System listings:  UL, CSA, 
FCC Class A. 
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